Roof Vacuum

Recommended

Practices

With over 20 years of roof vacuum
experience, we have learned what
works best for a profitable and
efficient operation. The three
things that are most important are
a vacuum that is in perfect operat-
ing condition, the proper vacuum
hose set up and two properly
trained operators. To make sure
your vacuum is performing prop-
erly, perform the following test:

With no hose connected to the
vacuum and the vacuum is in a full
vacuum mode, the vacuum gauge
on the blower should read below
5” of mercury. Anything above
that could mean a restriction, usu-
ally caused by dirty filters. Then
with the vacuum still in full vac-
uum mode, place a board over the
inlet to fully block it off. The vac-
uum should pull 15” of mercury on
most vacuums. Some like the Hur-
ricane™ 755 will pull 25” to 27” of
mercury. If you are not getting
these readings re-
fer to your manual
or contact us.

Vacuum Line Set-Up

Your vacuum either has a 4”, 5” or 6” inlet. Most
newer models have a 6”. Whatever size inlet
your vacuum has, you will use that size hose from
the vacuum to the roof. You will then connect to
the same size schedule 40 PVC pipe, 10-15 feet
in from the roof edge. Use a hose to PVC connec-
tor to connect the hose to the pipe. Be sure you
tie off the vacuum line to something secure on
the roof. We recommend using straight end PVC
pipe joined together on the roof by rubber cou-
plings. This allows you to make slight bends with
the pipe and is also the easiest way to quickly put
PVC pipe together. At the end of the PVC pipe we
recommend a whip line. When using a 6” inlet
vacuum you will want to reduce down to a 5”
whip line at the end of the PVC pipe. A whip line
should be a combination of 5” heavy duty hose,
about 10-15 ft long, and 15-20 feet of 5” light
weight hose coupled together with 5” coupler of
choice. At the end of the whip line you will attach
either a 5” pea gravel vacuum head or a 5” bal-
last cart depending on the rock you are vacuum-
ing. Wet vacuum heads are also an option. For
more information or to order supplies, please
contact one of our Service Technicians.
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Common Roof Vacuum Accessories

Price Luist

Vacuum Hose

Industrial Vacuum Equipment
Corp. is committed to offering our
customers the highest quality
supplies available to make your
roof vacuum operation a profit-
able one. For easy reference we
have listed our 2009 roof vacuum
accessories with part numbers,
On the

back of the handbook we have an

descriptions and prices.

informative recommended prac-
tices statement. Please use this
as a guide to your operation or
please contact our technicians
with any questions you may have.
We wish you all a safe and pros-
perous 2009 season.

Thank you,
Randy Bourdo

9 VB2

HC4100 4" Heavy Duty Rubber Vacuum Hose

HC6009 4” Super Duty Rubber Vacuum Hose

HC6010 4" Light Weight Rubber Vacuum Hose

HC6012 5” Light Weight Rubber Vacuum Hose

HC6012-1 5” Whip Line Light Weight Rubber

Vacuum Hose, 20 feet

HC3500 5” Heavy Duty Rubber Vacuum Hose

HC6011 5” Super Duty Rubber Vacuum Hose

HC6600 6” Heavy Duty Rubber Vacuum Hose

HC6025 6” Super Duty Rubber Vacuum Hose

Nossles

HC6019 4" Roof/Floor Nozzle for Pea Gravel
(complete assembly, includes handle)

HCG60138 5” Roof/Floor Nozzle for Pea Gravel
(complete assembly, includes handle)

HC6026 5” Rock Scoop for Ballast/Big Rock
(complete assembly, includes handle)

HC3001 4” Aluminum Wet Wash High Pressure
Vacuum Head

HCG6018W 5" Steel Wet Wash High Pressure Vacuum
Head

Miscellaneous

HC6015 4" Wear Elbow-Steel

HC6016 5” Wear Elbow-Steel

HC6017 6” Wear Elbow-Steel

HC53995 Hose Radius Guard

HC6722 6” x 5” Rubber Reducer

HC6033 6” x 5” Steel Reducer

$8.95/ft
$9.95/ft

$8.50/ft
$10.75/ft

$225.00/pc

$13.95/ft
$14.85/ft
$16.50/ft
$17.85/ft

$289.55

$275.90

$299.75

$973.10

$890.00

$195.85
$185.95

$237.60
$199.00
$33.60
$69.05

Couplings

HC6000 4” Male Quick Disconnect Coupler-Steel

HC6001 4” Female Quick Disconnect Coupler-
Steel

HC6006 5” Female Quick Disconnect Coupler-
Steel

HC6007 5” Male Quick Disconnect Coupler-Steel

HC6002 6” Female Quick Disconnect Coupler-
Steel

HC6003 6” Male Quick Disconnect Coupler-Steel

HCG60350-1 4" Steel Sleeve Coupling for Hose to
Hose w/Stop

HCG6052-1 5" Steel Sleeve Coupling for Hose to
Hose w/Stop

HC6060-1 6" Steel Sleeve Coupling for Hose to
Hose w/Stop

HC6044 6” High Rise Coupler

HC6040 4” Rubber Coupling for Hose to Hose or
PVC to PVC

HC6043 5” Rubber Coupling for Hose to Hose or
PVC to PVC

HC6121 6” Rubber Coupling for Hose to Hose or
PVC to PVC

HC6082 5” PVC to 5" Hose Connector

HC6066 6” PVC to 6” Hose Connector

Clamps

HC6021 4” Power Lock Hose Clamp

HC6022 5” Power Lock Hose Clamp

HC6023 6” Power Lock Hose Clamp

**Price & Availability Subject to Change
Without Notice

QLR

$40.70
$53.65

$60.30

$43.10

$69.40

$60.50

$22.35

$26.25

$31.50

$71.95
$11.85

$15.25

$16.30

$43.60

$57.15
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