
 20000CFM VERTICAL
Electric Powered Dust Collector

•AIR VOLUME
20,000 ACFM at - 16"W.G.

•POWER SOURCE
(2) 40HP, 460 volt, 3 phase TEFC motor
with all controls in a NEMA 4 enclosure

•FRAME
12 gauge steel construction with fork pockets 
Heavy duty steel tube frame and certified lifting eyes 

•FILTRATION
32 cartridge filters with pulse jet style cleaning system 
Air to cloth ratio 2.76:1 (7,232 sq. ft. of filter area)

STANDARD EQUIPMENT 
















(4) 16" inlet connections quick release ducting
(2) Adjustable drum cover kit (manual crank down)
6" x 12" Rectangular Tube Fork pockets
Inlet air regulator with gauge
Magnehelic gauge
Four point heavy duty lifting cage platform
Manual outlet damper with protective screen
Quick release filter access

OPTIONS

 (2) 8" HDX rotary valve kit
• Inline backdraft dampers


• Ladder or platform kit
• Sound package for ultra quiet operation
• NEMA 4 or 4X soft start

 Electrical panel Camlock connections
 Explosion proof options
 Pneumatic vibrators
• Multiple Inlet hose connections

INDUSTRIAL VACUUM EQUIPMENT CORPORATION 
N8150 Maple Street • Ixonia, WI 53036
800-331-4832 • 920-261-1136 • FAX 920-261-7117
www.industrialvacuum.com

Industrial Vacuum Equipment Corporation state-of-the-art cartridge pulse jet 
dust collectors provide quality, dependability and service at a competitive price. 
Mobile units are good for indoor and outdoor use. 

Nano filter media MERV 15•

1-1/2" or 2-1/2" water sprinkler system

http://www.lndustriaivacuum.com/
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DIMENSIONS 
Length 102"     
Width  136"
Height 210" 

Weight 12,500 lbs.
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